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Product Name:	AIS100 Receiver

	
KEY FEATURES:
Low cost entry level AIS receiver 
High performance dual-channel AIS receiver for use with existing plotter and radar systems
High speed NMEA output (38,400 baud)
Requires VHF antenna or dedicated AIS antenna (available as optional accessory) or splitter
Easy to install IP54 black box solution 
	TEXT:
This value priced, entry level AIS receiver is Digital Yacht’s most cost effective solution for adding AIS to your boat. Featuring the same dual channel receiver as the AIS200 range, but without the multiplexer, there is no compromise on performance and the AIS100 will outperform all other, inferior, single channel receivers.
For use with existing AIS compatible chart plotters,  such as the latest Garmin, Raymarine, Navico, Standard Horizon and Furuno units. Connected to an existing VHF antenna (via a splitter) or to a dedicated AIS antenna, you can receive all AIS targets within 20 miles of your boat.



	PART NUMBERS:
ZDIGAIS100
	PRICES:
Please refer to pricelist

	DIMENSIONS:
105mm x 72mm x 32mm (L x W x D)

	SUPPLIED WITH:
Integral mounting brackets, 0.75m Power/Data cable, AIS Lite software on CD and User Manual




Product Name:	AIS200 Receiver

	
KEY FEATURES:
High performance dual channel AIS receiver for use with existing plotter and radar systems
Rugged IPX5 aluminium housing
High Speed NMEA output (38,400 baud)
Requires VHF antenna or dedicated AIS antenna (available as optional accessory) or splitter
Multiplexed NMEA input for single NMEA GPS+AIS data output at 38,400 baud
Simple “fit and forget” black box solution

	TEXT:
Great value AIS receiver for use with existing AIS compatible chart plotters,  such as the latest Garmin, Raymarine, Navico, Standard Horizon and Furuno units. Connected to an existing VHF antenna (via a splitter) or to a dedicated AIS antenna, you can receive all AIS targets within range – typically up to 30NM

Connect the NMEA0183 (4800 baud) output of your GPS to the AIS200 and it will automatically multiplex (merge) the slower GPS data with the high speed AIS data and transmit everything on one high speed NMEA output (38,400 baud) - perfect for connection to a chart plotter with only one NMEA input.   

	PART NUMBERS:
ZDIGAIS200
	PRICES:
Please refer to pricelist

	DIMENSIONS:
150mm x 150mm x 37.5mm (L x W x D)

	SUPPLIED WITH:
Mounting brackets, 1m Power/Data cable, AIS Lite software on CD and User Manual




Product Name:	AIS200PRO Receiver

	
KEY FEATURES:
High performance dual channel AIS receiver for use with existing plotter and radar systems
Rugged IPX5 aluminium housing
USB Interface for simple Plug and Play connection to a PC
High Speed NMEA output (38,400 baud)
Requires VHF antenna or dedicated AIS antenna (available as optional accessory) or splitter
Multiplexed NMEA input for single NMEA GPS+AIS data output at 38,400 baud
Simple “fit and forget” black box solution

	TEXT:
Great entry-level AIS receiver for use with PC navigation software and chart plotters,  such as the latest Garmin, Raymarine, Navico, Standard Horizon and Furuno units. Connected to an existing VHF antenna (via a splitter) or dedicated AIS antenna, you can receive all AIS targets within range – typically up to 30nm.  Simple plug and play USB connection to a PC. Uses standard drivers built-in to Windows XP/Vista/7 and is automatically mapped to an available "virtual" com port, which your PC software can read. Also compatible with Mac OS X and all LINUX Kernels since V2.4.20. 
The AIS200Pro also has the NMEA0183 input and output capability of the AIS200 version  allowing you to supply AIS data to a PC (via USB) and a dedicated plotter (via NMEA) for larger installations. 
Connect the NMEA (4800 baud) output of your GPS to the AIS200PRO and it will automatically multiplex (merge) the slower GPS data with the high speed AIS data and transmit everything on the high speed NMEA output (38,400 baud) - perfect for connection to a chart plotter with only one NMEA input.   


	PART NUMBERS:
ZDIGAIS200P
	PRICES:
Please refer to pricelist

	DIMENSIONS:
150mm x 150mm x 37.5mm (L x W x D)

	SUPPLIED WITH:
Mounting brackets, 1m Power/Data cable, 1m USB Cable, AIS Lite software on CD and User Manual





Product Name:	iAIS Receiver
		
	KEY FEATURES:
World’s first wireless AIS and NMEA Data server
Tri-output; WiFi, NMEA 0183 and USB
Multiplexed NMEA input for wireless NMEA data feed of boat’s instrument and GPS data
Free iAIS App for iPhone, iTouch or iPad
Integrated 802.11b+g wireless access point
Fully compatible with popular iNavX navigation application for Apple mobile devices  
Rugged IPX5 aluminium housing
Requires VHF antenna or dedicated AIS antenna (available as optional accessory) or splitter
Simple “fit and forget” black box solution

	TEXT:
The world’s first wireless AIS receiver that links wirelessly with the latest iPhone, iPad and iTouch devices. Consisting of a high performance dual channel AIS receiver, an integrated 802.11b+g  wireless access point plus a free app downloadable from the Apple App Store, the iAIS brings AIS data to a whole new generation of mobile devices.
iAIS also multiplexes any other NMEA data that is available on board the boat - for instance GPS, depth, speed and wind etc.  All of this data is combined with the AIS data into a single wireless feed, that becomes available on any compatible application. By using the boat’s own GPS, even an iTouch or iPad that does not have an internal GPS can now be used for navigation and superior performance will also be seen on an iPhone, which some users have complained suffers from jitter or poor lock-on with its internal GPS.
As well as sending data wirelessly, the iAIS also has an NMEA0183 and USB interface so that you can output data to a PC (via USB) and a dedicated plotter (via NMEA) for larger installations. 
The free iAIS app is available from the App store and is a simple AIS display program. For more advanced use, Digital Yacht recommends the iNavX app (www.inavx.com). Compatible with Navionic’s charts, iNavX provides a complete set of navigation functions that turns your Apple device into a full function electronic chart plotter.  It supports waypoints, routes and tidal data and is beautifully simple to use.  It even overlays GRIB weather data. iNAVx sell and support this app directly and the cost is just $49.95. 

	PART NUMBERS:
ZDIGiAIS
	PRICES:
Please refer to pricelist 

	DIMENSIONS:
150mm x 150mm x 37.5mm (L x W x D)

	SUPPLIED WITH:
Mounting brackets, 1m Power/Data cable, 1m USB Cable, iAIS app (from Apple App Store), software CD and User Manual




Product Name:	AISnet Internet Base Station

	
KEY FEATURES:
AIS base station for home or office use
Integrated ethernet network controller for supplying AIS data to online AIS websites 
High performance dual channel AIS receiver
Simple configuration via free setup program 
USB Interface for simple plug and play connection to a PC
Requires VHF antenna or dedicated AIS antenna (available as optional accessory) or splitter
Universal Mains power supply included
Simple “fit and forget” black box solution

	TEXT:
AISnet is a new AIS receiver for use as an AIS base station at home or in the office. Utilising the same high performance dual channel AIS receiver as the rest of the Digital Yacht range, AISnet also features an ethernet socket so that you can connect it to your broadband router and send AIS data to an online AIS tracking service.
There are now a large number of internet based web sites, which offer a view of AIS equipped vessels on a background chart allowing users to check the position and identity of ships and yachts.  If your home/office is close to the coast and you would like to contribute your data to one of these sites, simply register with the company and they will give you an IP address and port number.
Using the setup program that Digital Yacht supply, it takes seconds to program the IP address and port into AISnet, which will immediately start sending your local AIS data seamlessly across the internet to be displayed on the site.
It is also possible to view the data, that AISnet is collecting, locally on your PC using the free SmarterTrack Lite software that Digital Yacht include with every AISnet. Simply plug the USB connector into your PC and the AIS data will appear on your PC and still be transmitted over the internet.
AISnet is supplied with a universal UK/Euro/US mains adaptor that provides a regulated 12v supply from 240v/110v AC mains.


	PART NUMBERS:
ZDIGAISNET
	PRICES:
Please refer to pricelist 

	DIMENSIONS:
244mm x 150mm x 60.5mm (L x W x D)

	SUPPLIED WITH:
UK/Euro/US mains adaptor, 1m USB Cable, AIS Lite + Setup software on CD and User Manual




Product Name:	AIS200N2K Receiver

	
KEY FEATURES:
Tri-Output; NMEA2000, NMEA0183 and USB PC
High performance dual channel AIS receiver for use with existing plotter and radar systems
Rugged IPX5 aluminium housing
USB Interface for simple plug and play connection to a PC
High speed NMEA output (38,400 baud)
Requires VHF antenna or dedicated AIS antenna (available as optional accessory)
Multiplexed NMEA input for single NMEA GPS+AIS data output on all three ports
Simple “fit and forget” black box solution

	TEXT:
The first AIS receiver with Tri-Output capability, the AIS200N2K is ideal for complex NMEA2000 installations where multiple units require AIS data. Providing traditional NMEA 0183, USB (for PC) and N2K data connections, the unit also features a multiplexer so that traditional data such as depth, position, speed and wind (which is available in NMEA 0183 format) can be converted to N2K within the unit. 
The NMEA 2000 data standard offers faster, more complex networking capabilities and cross platform compatibility with a universal plug ‘n’ play type cabling system. The unit ships with a premade NMEA 2000 cable assembly, terminated with a standard connector so there’s no need for an additional drop cable. 
Like all Digital Yacht AIS receivers, the unit has a true, dual channel parallel receiver, using digital processing for the best possible target acquisition. Connected to an existing VHF antenna (via a splitter) or dedicated AIS antenna, you can receive all AIS targets within range – typically up to 30NM.
Simple plug and play USB connection to a PC. Uses standard drivers built-in to Windows XP/Vista/7 and is automatically mapped to an available "virtual" com port, which your PC software can read. Also compatible with Mac OS X and all LINUX Kernels since V2.4.20. 


	PART NUMBERS:
ZDIGAIS200N2K
	PRICES:
Please refer to pricelist 

	DIMENSIONS:
250mm x 150mm x 37.5mm (L x W x D)

	SUPPLIED WITH:
Mounting brackets, 1m Power/Data cable, 1m USB Cable, 0.5m NMEA2000 cable, AIS Lite software on CD and User Manual



Product Name:	ANT200 Receiver

	
KEY FEATURES:
World’s first AIS smart antenna
Multiplexed NMEA input for single NMEA GPS+AIS data output at 38,400 baud
Simple to install "all in one" smart antenna solution
Integral 1" x 14 TPI thread for fixing to standard VHF mounts
15m power/data cable
High performance dual channel AIS receiver for use with existing plotter and radar systems
High speed NMEA output (38,400 baud)  

	TEXT:
Perfect "all in one" AIS Smart Antenna solution for small boats, particularly RIBs, sports boats and small yachts, where dry space to mount black box AIS units is limited. Simply connect 12v or 24v power and the ANT200 will start transmitting data on all AIS targets within range of your boat – typically 10-15NM*. Ideal for use with existing AIS compatible chart plotters, such as the latest Garmin, Raymarine, Navico, Standard Horizon and Furuno units.

Connect the NMEA0183 (4800 baud) output of your GPS to the ANT200 and it will automatically multiplex (merge) the slower GPS data with the high speed AIS data and transmit everything on one high speed NMEA output (38,400 baud) - perfect for connection to a chart plotter with only one NMEA input.  
* NOTE – similar to hand-held VHFs, which  have a reduced range compared to fixed mount VHFs (no antenna ground plane), the ANT200 does not have the same range as the AIS200/400 black box AIS units. If maximum AIS range is your highest priority then one of the other Digital Yacht receivers should be used, but for small boats with the aerial mounted at deck level, 10 miles is a good range for AIS and the ANT200 is recommended.


	PART NUMBERS:
ZDIGANT200
	PRICES:
Please refer to pricelist

	DIMENSIONS:
180mm x 100mm (H x W)

	SUPPLIED WITH:
15m Power/Data cable and User Manual.  AIS Lite included




 Product Name:	AIT1000 Transponder (Class B)

	
KEY FEATURES:
High-performance AIS Transponder (Class B) – sends and receives AIS data
Ideal for use with existing plotter and radar systems 
Built-in GPS receiver (ideal also as a backup GPS)
USB Interface for simple plug and play connection to a PC
High speed NMEA output (38,400 baud) – compatible with industry standard plotters
Comes complete with low profile GPS antenna
Requires VHF antenna  or dedicated AIS antenna (available as optional accessory) or splitter (SPL250)
Remote silence function
Supplied with programming software for user programming*
Easy to install black box solution

Except US where dealer programming required

	TEXT:
Ultra-slim Class B Transponder with dual NMEA and USB connection. Featuring a remote silence button option, four status LEDs and rugged vibration-proof mounting brackets, the AIT1000 is an ideal AIS transponder solution for all light marine vessels up to 300 tons.
Configuration of your vessel’s fixed data, such as MMSI, call sign, boat name, dimensions etc. is made easy with the included Windows compatible proAIS software. The unit can be connected to a PC running suitable navigation software or a dedicated chart plotter,  such as the latest Garmin, Raymarine, Navico, Standard Horizon and Furuno units.
As well as transmitting your own vessel’s position so that other AIS equipped vessels know where you are, the AIT1000, when connected to an existing VHF antenna (via a splitter) or dedicated AIS antenna, will receive all AIS targets within range of your boat – typically up to 30NM
Simple plug and play USB connection to a PC. Uses standard drivers built-in to Windows XP/Vista/7 and is automatically mapped to an available "virtual" com port, which your PC software can read. Also compatible with Mac OS X and all LINUX Kernels since V2.4.20. 
The AIT1000 automatically outputs AIS and GPS data together on both the USB and NMEA ports - perfect for connection to a chart plotter with only one NMEA input.   

	PART NUMBERS: ZDIGAIT1000
	PRICES:
Please refer to pricelist 

	DIMENSIONS:
250mm x 155mm x 37.5mm (L x W x D)

	SUPPLIED WITH:
Mounting brackets, 0.75m Power/Data cable, 0.75m USB cable, GPS Antenna with 7.5m cable, AIS software on CD and User Manual



Product Name:	SPL250 VHF-AIS Antenna Splitter

	
KEY FEATURES:
Enables an existing VHF antenna to be used for both the standard VHF and AIS system
Works with all Class B transponders and receivers
Minimal insertion loss
Patented and approved (R&TTE (CE)) design
Supplied with power cable, 2m PL259-PL259 cable assembly and 2m BNC-BNC cable assembly for easy installation
Additional FM outlet for standard car stereo radio
Makes installation of an AIS receiver or transponder a breeze
Saves on additional antenna clutter!
	TEXT:
AIS transponders require a VHF antenna in order to receive and transmit AIS information.  The SPL250 allows an existing VHF antenna to be used, saving on installation time and cost. The SPL250 incorporates a very fast solid state, low loss switch which ensures both devices can function simultaneously in receive mode and will automatically switch between the AIS and VHF as transmissions occur.  However, an important safety feature is that the fixed VHF will always have priority.  AIS transmissions are stopped when transmitting on the VHF.  The system also automatically provides priority for the VHF in the event of power failure.
The SPL250 has three LEDs indicating power, AIS transmit and VHF transmit.  Interconnect cables are provided for the AIS and the VHF and there’s also an outlet for a standard FM radio.
The SPL250 has a minimal insertion loss - less that 1dB on transmit - so in practice the user will see no degradation in VHF performance.  Whilst a dedicated and AIS tuned antenna will always provide superior performance, the splitter makes installing AIS much easier and there’s no doubt of the safety and navigation benefits of having this technology on board.

	PART NUMBERS: ZDIGSPL250
	PRICES:
Please refer to pricelist 

	DIMENSIONS:
145mm x 145mm x 55mm 
	SUPPLIED WITH:
Coax interconnect cables, power lead and manual



Product Name:	SmarterChart 500 AIS Combo

	
KEY FEATURES:
World's First 5" chart plotter with built-in AIS
Full C-Map MAX chart compatibility (single C-Card slot)
Ultra fast chart redraw, pan and zooming
Can be connected to 12v or 24v DC supply
IP56 rated water resistant 320 x 240 pixel, sunlight viewable LCD
Worldwide built-in electronic charts showing C-Map detail down to a level of two nautical miles.
High sensitivity, dual channel AIS receiver - BNC connector for antenna
50 channel internal GPS (external GPS available as option) 
Flush, bracket and helm pod mounting options
Fully compatible with C-Map PC Planner and User Cards
Requires connection to existing VHF/AIS antenna (available as optional accessory) or suitable splitter

	TEXT:
The SmarterChart 500 AIS Combo from Digital Yacht is the world's first 5" chart plotter to feature a built-in AIS receiver. Coupled with an internal 50 channel GPS receiver, it effortlessly plots your position on the electronic chart and overlays all AIS targets within 20 miles of your boat*.
Sharing the same 5" sunlight viewable 320 x 240 pixel (65,000 Colour) LCD display as the other Smarter Chart 500 plotters, it is fully compatible with C-Map MAX electronic charts, providing unprecedented value and detail. Supporting advanced features such as free downloadable weather overlays and forecasts, 3D perspective view, photos, tidal heights and currents, as well as the powerful Guardian Alarm, which checks your route for potential charted dangers.
 * NOTE - AIS target range, like VHF range is dependent upon a number of installation factors such as; antenna gain, antenna height and size of ground plane. Ranges in excess of 20-30 miles should be possible if all of these factors are perfect. 


	PART NUMBERS:
ZDIGSC500A
	PRICES:
Please refer to pricelist

	DIMENSIONS:
183.5mm x 149.5mm x 94mm (H x W x D)
Depth includes rear cables
	SUPPLIED WITH:
Mounting brackets, 1m Power/Data cable, Sun Cover, fuse holder and User Manual




Product Name:	SmarterChart 500 Chart Plotter

	
KEY FEATURES:
Simple to use 5" Portrait LCD Chart Plotter  
Full C-Map MAX chart compatibility (single C-Card slot)
Ultra fast chart redraw, pan and zooming
Can be connected to 12v or 24v DC supply
IP56 rated water resistant 320 x 240 pixel sunlight viewable LCD
Worldwide built- in electronic charts showing C-Map detail down to a level of two nautical miles
50 Channel internal GPS (external GPS available as option) 
Flush, bracket and helm pod mounting options
Fully compatible with C-Map PC Planner and user cards

	TEXT:
The SmarterChart 500 chart plotter from Digital Yacht is a simple to use cockpit mountable 5" chart plotter which features an internal 50 channel GPS receiver and all the features and functions you need for making fast and effective navigation decisions from the helm.
Sharing the same 5" sunlight viewable 320 x 240 pixel (65,000 Colour) LCD display as the other Smarter Chart 500 series of plotters, it is fully compatible with C-Map MAX electronic charts, providing unprecedented value and detail. Supporting advanced features such as free downloadable weather overlays and forecasts, 3D perspective view, photos, tidal heights and currents, as well as the powerful Guardian Alarm, which checks your route for potential charted dangers.


	PART NUMBERS:
ZDIGSC500
	PRICES:
Please refer to pricelist 

	DIMENSIONS:
183.5mm x 149.5mm x 94mm (H x W x D)
depth includes rear cables
	SUPPLIED WITH:
Mounting brackets, 1m Power/Data cable, Sun Cover, fuse holder and User Manual




Product Name:	SmarterChart 500 Sounder Combo

	
KEY FEATURES:
Simple to use 5" chart plotter with built-in sounder
Full C-Map MAX chart compatibility (single C-Card slot)
Ultra fast chart redraw, pan and zooming
Can be connected to 12v or 24v DC supply
IP56-rated water resistant 320 x 240 pixel sunlight viewable LCD
Worldwide built-in electronic charts showing C-Map detail down to a level of two nautical miles.
200KHz and 50KHz sounder with full fish finder capability
Can be supplied with transom mount, thru hull or in hull transducer options and tri-ducer options
50 Channel internal GPS (external GPS available as option) 
Flush, bracket and helm pod mounting options
Fully compatible with C-Map PC Planner and User Cards

	TEXT:
The SmarterChart 500 Sounder Combo from Digital Yacht is a powerful 5" chart plotter with built-in 200KHz/50KHz fish finder. Coupled with an internal 50 channel GPS receiver, it effortlessly plots your position on the electronic chart and provides all of the depth and seabed information you could need for Fish/Wreck finding, anchoring or simply navigating safely in shallow waters.
Sharing the same 5" sunlight viewable 320 x 240 pixel (65,000 Colour) LCD display as the other Smarter Chart 500 series of plotters, it is fully compatible with C-Map MAX electronic charts, providing unprecedented value and detail. Supporting advanced features such as free downloadable weather overlays and forecasts, 3D perspective view, photos, tidal heights and currents, as well as the powerful Guardian Alarm, which checks your route for potential charted dangers.


	PART NUMBERS:
ZDIGSC500C
	PRICES:
Please refer to pricelist 

	DIMENSIONS:
183.5mm x 149.5mm x 94mm (H x W x D)
depth includes rear cables
	SUPPLIED WITH:
Mounting brackets, 1m Power/Data cable, Sun Cover, fuse holder and User Manual




Product Name:	WL50 Wi-Fi Booster

	
KEY FEATURES:
Ideal solution for temporary installation
Simple Plug and Play USB connection
30mW Wi-Fi modem and high gain (8dBm) omni-directional antenna
4 x suction cup mount
USB bus powered
Windows XP/Vista/7 compatible
Mac OS X and LINUX* compatible

	TEXT:
This compact all-in-one system features a 30mW modem built in to a hi-gain (8dBm) antenna with a 5m (16ft) USB cable. The antenna measures 60cm (2ft) and should boost your Wi-Fi range to over 0.5 mile in perfect conditions.
Designed for quick and easy installation with four suction cups, the WL50 is an ideal temporary mount Wi-Fi solution for boats, caravans, RVs etc.
Simple "plug and play" connection to a PC with 5m USB cable and comes with all software and drivers for Windows XP, Windows Vista, Mac OS X 10.3 (and higher) and LINUX.* 
* The WL50 has not been tested with all LINUX distributions, but all of the latest Debian based distributions should include these drivers 


	PART NUMBERS:
ZDIGAWL50
	PRICES:
Please refer to pricelist 

	DIMENSIONS:
580mm (H)

	SUPPLIED WITH:
Mounting Suction Cups, Mounting brackets, 5m USB cable, Driver CD and User Manual




Product Name:	WL400 Hi-Power Wi-Fi System

	
KEY FEATURES:
Ideal solution for semi-permanent installation
Simple plug and play USB connection
200mW Wi-Fi modem and high gain (12dBm) omni-directional antenna
Industry standard 1" x 14 TPI thread mount
Integrated 5m USB cable - can be extended with optional 5m USB active extender
USB bus powered
Windows XP/Vista/7 compatible
Mac OS X and LINUX* compatible

	TEXT:
The new WL400 allows boat owners to connect to Wi-Fi hot spots so that their on-board PCs or equipment can connect to the internet.  With internet connectivity on board you can download the latest weather or chart updates as well as having a mobile office. Most harbours and ports have either free or subscription based services available.
The all-in-one system features a 200mW booster/modem encapsulated in the base of a hi-gain (12dBm) antenna with a 5m (16ft) USB cable.  The antenna measures 1m (3ft) and has an industry standard 1” x 14TPI mountings. 
The WL400 connects to an on board PC through a regular USB connection with a plug ‘n’ play driver disk supplied for Windows XP/Vista/7, Mac OS X 10.3 (and higher) and LINUX* operating systems.  It supports 802.11b/g protocols as well as WEP and WPA encryption.   
Even if your system already has Wi-Fi access, this can be disabled and you can take advantage of the superior range (and speed) that this system will offer.
Wi-Fi range depends on many local factors, but Digital Yacht has seen ranges of up to 3-4 miles with this low cost system.  In general, using an internal Wi-Fi adaptor typically found on a notebook, you’ll be lucky to find the signal at the end of the dock, so if you plan to access the internet whilst on board, the WL400 could be the solution for you.
* The WL400 has not been tested with all LINUX distributions, but all of the latest Debian-based distributions should include these drivers 

	PART NUMBERS:
ZDIGWL400
	PRICES:
Please refer to pricelist 

	DIMENSIONS:
1095mm (H)

	SUPPLIED WITH:
5m USB cable, Driver CD and User Manual


Product Name:	WL500 Hi-Power Wi-Fi System
	KEY FEATURES:
Ideal solution for permanent installation and new builds
Simple plug and play USB connection
500mW Wi-Fi modem and high gain (12dBm) omni-directional antenna
Industry standard 1" x 14 TPI thread mount
Supplied with 10m of low loss LMR400 coax cable
Supplied with 2m USB cable - can be extended with optional 5m USB active extender
External modem requires connection to boats 12v DC supply 
Windows XP/Vista/7 compatible
Mac OS X and LINUX* compatible

	TEXT:
The new WL500 allows boat owners to connect to Wi-Fi hot spots so that their on board PC’s or equipment can connect to the internet.  With internet connectivity on board you can download the latest weather or chart updates as well as having a mobile office on board. Most harbours and ports have either free or subscription based services available.
The system has a compact, DC powered below deck mounted 500mW booster/modem and external, hi-gain (12dBm) antenna with 10m (33ft) low loss LMR400 coax interconnect cable.  The antenna measures 0.9m (2.95ft) and can be supplied with desk, mast and industry standard 1” x 14TPI mountings. 
The WL500 modem connects to an on board PC through a regular USB connection with a plug ‘n’ play driver disk supplied for Windows XP/Vista/7, Mac OS X 10.3 (and higher) and LINUX* operating systems.  It supports 802.11b/g protocols as well as WEP and WPA encryption.  
Even if your system already has Wi-Fi access, this can be disabled and you can take advantage of the superior range (and speed) that this system will offer.
Wi-Fi range depends on many local factors, but Digital Yacht has seen ranges of up to 4-6 miles with this low cost system.  In general, using an internal Wi-Fi adaptor typically found on a notebook, you’ll be lucky to find the signal at the end of the dock, so if you plan to access the internet whilst on board, the WL500 could be the solution for you.
* The WL500 has not been tested with all LINUX distributions, but all of the latest Debian-based distributions should include these drivers.

	PART NUMBERS:
ZDIGWL500
	PRICES:
Please refer to pricelist

	DIMENSIONS:
External Modem: 170mm x 107mm x 55mm (L x W x H)
Antenna: 895mm (H)
	SUPPLIED WITH:
5m USB cable, Driver CD and User Manual



Product Name:	Aqua Standard PC

	KEY FEATURES:
12/24v DC, ultra rugged, fanless marine PC 
Compact - measures just 30cm x 27cm x 7cm!
Ultra low power consumption with remote turn on/reset capability and auto shut down
Intel Atom N270 processor for low power consumption and fast computing 
Supplied with Windows 7 home premium operating system (on UK versions) - Linux version available
2 x NMEA Ports and 3 x USB Ports
Easy mounting and installation
Fitted with CD/DVD RW
160GB hard drive fitted in anti-vibration mount
All electronics conformally coated for added protection against salt water environment 
	TEXT:
Aqua Standard is designed as a general purpose, great value on board PC. With two NMEA ports, a 160GB “ruggedised” hard drive fitted in an anti vibration enclosure, 1 GB of RAM and a CD/DVD RW drive. Standard connections include three USB ports, a VGA and DVI port allowing the system to drive up to two compatible LCD monitors and all the standard system connectors for keyboard, audio and network.
Featuring the latest ultra low power, fanless, Intel Atom N270 processor (2.5W) the complete Aqua PC system typically consumes just 20W, but provides all of the PC performance you need to run your navigation software, e-mail, surf the web etc.
All Aqua PCs are supplied with Windows 7 and feature high efficiency DC-DC converters that allow them to be connected directly to the boat’s 12v or 24v DC supply with no inverter. All models can be switched on/off either from the front panel switch or from a remote push button switch (not supplied). 
The Aqua Standard PC can be supplied with optional built-in Hi-Power Wi-Fi adaptor or built-in NMEA 2000 gateway.*
* Due to space limitations on the rear connector panel, it is not possible to have both of these options fitted. If NMEA 2000 and hi-power Wi-Fi are required, we suggest that you fit the built-in NMEA2000 gateway option and connect a WL400 Wi-Fi adaptor via USB.

	PART NUMBERS:
ZDIGAQU100
	PRICES:
Please refer to pricelist

	DIMENSIONS:
300mm x 270mm x 70mm (L x W x H)

	SUPPLIED WITH:
0.75m Power/IO cable, Bulkhead and desktop mounting brackets, Driver CD and User Manual



Product Name:	AquaNav PC

	
KEY FEATURES:
12/24v DC powered, ultra rugged marine PC
Fanless design and solid state hard drive, provide totally silent and reliable operation  
Built-In dual channel high sensitivity AIS receiver
Supplied with smart GPS antenna that connects on dedicated IO cable
Pre-configured and interfaced so GPS and AIS work straight out of the box 
Compact - measures just 30cm x 27cm x 7cm!
Ultra low power consumption with remote turn on/reset capability and auto shut down
Intel Atom N270 processor for low power consumption and fast computing 
Supplied with Windows 7 home premium  operating system (on UK versions) - Linux version available
2 x NMEA ports and 3 x USB ports
Easy mounting and installation
Fitted with CD/DVD RW
64GB solid state hard drive
All electronics conformally coated for added protection against salt water environment 
	TEXT:
The AquaNav PC is designed as a powerful marine navigation PC, with two NMEA ports, a super fast 64GB solid state hard drive, 2 GB of RAM, built-in dual channel AIS receiver, dedicated GPS Antenna and a CD/DVD RW drive. Standard connections include three USB ports, a VGA and DVI port allowing the system to drive up to two compatible LCD monitors and all the standard system connectors for keyboard, audio and network.
Featuring the latest ultra-low-power Intel Atom N270 processor (2.5W) the complete Aqua PC system typically consumes just 20W but provides all of the PC performance you need to run your navigation software, e-mail, surf the web, etc.
All Aqua PCs are supplied with Windows 7 and feature high efficiency DC-DC converters that allow them to be connected directly to the boat’s 12v or 24v DC supply with no inverter and all models can be switched on/off either from the front panel switch or from a remote push button switch (not supplied). 
The AquaNav PC can be supplied with an optional built-in Hi-Power Wi-Fi Adaptor or built-in NMEA 2000 gateway.*
* Due to space limitations on the rear connector panel, it is not possible to have both of these options fitted. If NMEA 2000 and Hi-Power Wi-Fi are required, we suggest that you fit the built-in NMEA2000 gateway option and connect a WL400 Wi-Fi adaptor via USB.


	PART NUMBERS:
ZDIGAQU100N
	PRICES:
Please refer to pricelist

	DIMENSIONS:
300mm x 270mm x 70mm (L x W x H)

	SUPPLIED WITH:
0.75m Power/IO cable, 0.75m Navigation IO cable, Bulkhead and desktop mounting brackets, GPS Smart Antenna, Driver CD and User Manual




Product Name:	AquaMedia PC

	
KEY FEATURES:
12/24v DC powered, ultra rugged marine PC
Blu Ray drive with pre-installed PowerDVD Blue Ray movie playback software
True HD 1080P video playback  
Built-In digital TV tuner that can record, pause and rewind live TV
Compact - measures just 30 x 27 x 7cm!
Low power consumption with remote turn on/reset capability and auto shut down
Intel Atom 330 dual core processor with Nvidia ION graphics chip for low power consumption, fast computing and HD graphics
Supplied with Windows 7 home premium operating system (on UK versions) 
8 x USB Ports
Easy mounting and installation
250GB hard drive fitted in anti-vibration mount
All electronics conformally coated for added protection against salt water environment 
	TEXT:
The AquaMedia PC is designed as a powerful marine Media Centre PC, with Blu Ray drive, HD movie playback, digital TV Tuner, large 250GB hard drive, 4 GB of RAM and a dual core Intel Atom 330 processor with Nvidia ION graphics chip. Standard connections include eight USB ports, HDMI and VGA ports allowing the system to drive up to two compatible LCD monitors and all the standard system connectors for keyboard, audio and network.
Featuring the latest low power Intel Atom 330 dual core processor the complete Aqua PC system typically consumes just 35W but provides all of the PC performance you need for a full function HD Media Centre PC.
All Aqua PCs are supplied with Windows 7 and feature high efficiency DC-DC converters that allow them to be connected directly to the boat’s 12v or 24v DC supply with no inverter and all models can be switched on/off either from the front panel switch or from a remote push button switch (not supplied). 
The AquaMedia PC can be supplied with an optional built-in Hi-Power Wi-Fi Adaptor.


	PART NUMBERS:
ZDIGAQU100M
	PRICES:
Please refer to pricelist

	DIMENSIONS:
300mm x 270mm x 70mm (L x W x H)

	SUPPLIED WITH:
0.75m Power, Bulkhead and desktop mounting brackets, Driver CD and User Manual





Product Name:	Aqua PC Pro
[image: ]
	
KEY FEATURES:
12/24v DC powered, ultra rugged marine PC
Latest Intel i3-530 processor for exceptionally fast processing speeds
4GB RAM
Compact - measures just 30cm x 27cm x 7cm!
Low power consumption with remote turn on/reset capability and auto shut down
Supplied with Windows 7 64 bit Home Premium operating system (on UK versions) 
10 x USB Ports
Easy mounting and installation
64GB solid state hard drive
All electronics conformally coated for added protection against salt water environment 
	TEXT:
The new Aqua range of marine PCs from Digital Yacht bring affordable low power computing to every boat.  All models utilise the latest generation of  Intel processors and a highly efficient DC power supply to offer exceptionally low power consumption as well as ultra fast computing capabilities, especially on our latest AquaPro model, built around the Intel i3.
AquaPro is designed specifically for high speed, demanding 3D charting and bathymetric applications.  It utilises an Intel i3-530 processor and 4GB RAM for exceptional performance.  It’s supplied with Windows 7 (64 bit) as standard and can also be fitted with an internal 4 port isolated NMEA interface with built in multiplexing functions.  This allows complex NMEA systems to be integrated into the PC.  A 64GB solid state hard drive is supplied as standard.

	PART NUMBERS:
ZDIGAQU100P
	PRICES:
Please refer to pricelist

	DIMENSIONS:
300mm x 270mm x 70mm (L x W x H)

	SUPPLIED WITH:
0.75m Power, Bulkhead and desktop mounting brackets, Driver CD and User Manual




Product Name:	SmarterTrack Software
[image: AIS400.jpg]
	
KEY FEATURES:
Simple yet powerful PC Navigation software
Supports Navionic’s Gold, Platinum or Platinum+ electronic chart cartridges – NOTE ONLY charting features supported not 3D capability of Platinum+
Excellent AIS support
Full set of configurable alarms 
Displays tidal height and tidal flow data
Optimum departure time capability from tidal data
All route and waypoint data created on SmarterTrack can be transferred to your dedicated chart plotter
Displays all NMEA instrument data    
	TEXT:
SmarterTrack is the ideal PC navigation software for anyone who has a dedicated chart plotter that uses Navionics Gold, Platinum or Platinum+ chart cartridges or who is new to electronic charting and wants simple to use PC navigation software with good AIS support.
Planning at home, monitoring from the chart table or as a self contained independent backup system, SmarterTrack turns your PC in to an invaluable navigation tool that will display your GPS position and the location of all the surrounding AIS targets on the accurate and detailed Navionics electronic charts. 
AIS support includes; colour coded targets, user selectable labelling of targets, fully configurable CPA and TCPA alarms, visual indication of CPA, AIS targets drawn to scale and many other other settings and features that make this software ideal for displaying AIS data.  
Entering the route you wish to sail, checking the tides, confirming depths or nav-aids on the chart and a whole host of other routine navigational tasks can be performed simply and effortlessly with SmarterTrack.
Supplied with a Navionics USB card reader that allows all Navionic's cartridges used with Raymarine C/E series, Lowrance and Humminbird plotters to be used with SmarterTrack. 
Smartertrack can be used on any PC running a Windows XP/Vista/7 operating system.   


	PART NUMBERS:
ZDIGSTPCN
	PRICES:
Please refer to pricelist

	DIMENSIONS:
USB Card Reader - 65mm x 65mm x 12.5mm (L x W x H)

	SUPPLIED WITH:
Navionics USB cartridge reader, installation CD-ROM and manual




Product Name:	SmarterTrack LITE Software

	
KEY FEATURES:
Simple graphical AIS display software for PCs
Plots all detected AIS targets on world map
Automatically switches to AIS “Radar” type display as you zoom in
Colour coded AIS Targets with course lines
Each AIS target shown with user selectable label
Can be upgraded to full SmarterTrack package      
	TEXT:
SmarterTrack LITE is a simple, but effective graphical AIS display program for PCs. The data collected by AIS units is meaningless without some sort of graphical display that shows where the AIS targets are in the real world, relative to your vessel.
SmarterTrack LITE does just this by plotting all surrounding AIS targets on a world map or, as you zoom in, on a blank radar type screen with variable range rings. 
Designed to give customers an immediate taste of what AIS is all about, SmarterTrack LITE can then be upgraded to the full version as and when required. 
AIS support includes; colour coded targets, user selectable labelling of targets, target course lines and fast AIS Information recovery, making it the ideal introduction to AIS software on the market. 
SmarterTrack LITE can be used on any PC running a Windows XP/Vista/7 operating system.   


	PART NUMBERS:
ZDIGSTLTE
	PRICES:
Please refer to pricelist
(Free with all AIS and AquaPC units)

	DIMENSIONS:
Not applicable

	SUPPLIED WITH:
Installation CD-ROM and manual





Product Name:	USB to NMEA Adaptor

	
KEY FEATURES:
Converts NMEA0183 into USB so that your computer can read the data
Bidirectional data conversion
Low cost simple solution
More than one adaptor can be fitted to the computer   
Built-in indicator lights flash to show data is being received and transmitted
Easy plug and play connection to most computers
Comes with a driver CD and a free copy of SmarterTrack Lite AIS software   
	TEXT:
The NMEA to USB Adaptor works on PCs, Macs and Linux computers, and converts NMEA 0183 data, used by many marine systems, into a USB format that can be plugged into most modern computers.
The adaptor is a bi-directional device so data can be sent to and from systems and supports traditional 4800 baud data or the higher speed 38400 baud rate used by AIS systems.  LEDs show data being received and transmitted which helps with interfacing issues and all the electronics are encapsulated into the connector. The device creates a virtual COM port on the PC which navigation and charting software can use to read NMEA data.  Multiple adaptors can be connected if necessary which effectively allow any number of NMEA ports to be created on your PC.
The device ships with a multi platform driver CD so it can be used on PCs, MACs and even Linux based systems.  If you’re using the device with an AIS, you’ll get a bonus as SmarterTrack Lite AIS viewing software is included on the CD - effectively turning your PC into an AIS target display.


	PART NUMBERS:
ZDIGUSBNMEA
	PRICES:
Please refer to pricelist 

	DIMENSIONS:
1.8m cable

	SUPPLIED WITH:
1.8m Cable, Manual and CD





Product Name:	HSC100 Compass Sensor

	
KEY FEATURES:
High Speed (10hz) NMEA electronic fluxgate compass sensor
Ideal for use with radar overlay and MARPA target tracking systems
Industry standard NMEA 0183 “HDG” output
Gimballed to 45º 
12/24v DC operation with minimal power consumption
Waterproof to IPx7 and suitable for external mounting on a steel hulled vessels
Automatic calibration routine and manual compass offset feature
Additional AD10 heading output for interface to Furuno systems
LED Status Indicator
15m interconnect cable      
	TEXT:
Accurate compass heading data remains a fundamental parameter for marine navigation and the HSC100 uses fluxgate technology to deliver heading data for on board systems. Typical applications include enabling course up and true motion type displays on chart plotters, radar overlay onto electronic charts and stabilisation of radars when used for MARPA/ARPA target tracking. Integrated instrument systems can also benefit from having compass information to calculate real time tidal set and drift when interfaced with a log and GPS.
Most low cost heading sensors only output data at 1Hz (once per second) but the HSC100 outputs at 10Hz which is required for MARPA target tracking and accurate radar overlays.

The HSC100 is waterproof (to IPx7) so can be mounted externally on steel hulled vessels. It also features an automatic calibration routine to compensate for the effects of nearby magnetic influences. This involves turning the boat through 1.5 circles at a constant angular velocity whilst in calibration mode. Once completed, typical accuracies are within 0.5 degrees.


	PART NUMBERS:
ZDIGHSC100
	PRICES:
Please refer to pricelist

	DIMENSIONS:
68mm x 30mm

	SUPPLIED WITH:
15m Cable and manual





 Product Name:	HA156 Tuned AIS Stub/Helical Antenna 

	
KEY FEATURES:
Ultra light weight helical construction 
Shortest helical stub antenna for AIS (0.2m)
Tuned to give optimum gain and performance at AIS frequencies (160-162Mhz)
Unobtrusive design for mounting at deck level
20m of RG58 coax cable
Can be used as emergency backup VHF aerial
Bayonet (BNC) fitting for quick fit to all Digital Yacht AIS units 
No ground plane required
Unity gain
VSWR <1.5:1 at resonance
	TEXT:
This compact, easy to fit and popular antenna is ideal for use with all Digital Yacht AIS products (receivers and transponders). Optimised for AIS use, this antenna will perform as well as much larger and more expensive antennas. 
Why fit an expensive splitter and downgrade the performance of your main VHF antenna, when you can easily fit this unobtrusive antenna at deck level, that gives very good AIS reception and doubles as an emergency VHF antenna in case of damage to the mast.
Important Note: The 20m cable fitted to this antenna acts as a tuned ground plane and should not be shortened or lengthened

	PART NUMBERS:
ZCOMH156A
	PRICES:
Please refer to pricelist

	DIMENSIONS:
200mm x 12.5mm x 25mm (H x Dia x D)

	SUPPLIED WITH:
Integral mounting bracket and 20m cable






 Product Name:	GPS105 NMEA GPS Sensor 

	
KEY FEATURES:
WAAS/EGNOS accuracy of 3m
Normal GPS accuracy of 10m
Smart antenna with all electronics and patch antenna built-in
12 parallel tracking channels
Fast time to first fix – Cold Start < 120 secs and Warm Start < 45 secs.  Typical <30 secs
Low power consumption < 150mA
On-board rechargeable battery for sustained almanac and clock parameters
Interference filter for radar and VHF channels
NMEA 0183 output version 2.20
(GGA, GLL, GSA, GSV, RMC + VTG)
Operating temp -30ºC to +80ºC


	TEXT:
Marine GPS antenna with IP X7 waterproof, anti-UV and chemically stabilised plastic housing. This general purpose, high sensitivity GPS, will operate from either a 12v or 24v DC supply and has an industry standard NMEA0183 data output.
Ideal for use with DSC radios, radar, chart plotters or any other marine devices that require GPS data, a simple 4 wire power and data connection and zero configuration, make this an easy and reliable GPS to install and use.
The rugged, waterproof housing with integral 1” 14TPI industry standard thread mount, can be easily mounted outside on a rail, radar arch or other suitable location.
Use with our USB-NMEA adaptor cable for a PC based GPS sensor


	PART NUMBERS:
ZDIGGPS105
	PRICES:
Please refer to pricelist

	DIMENSIONS:
84mm x 60mm (Dia x Height)

	SUPPLIED WITH:
Integral 1” 14TPI threaded base and 10m cable
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